
SHEATH FIBER TYPES NAMES

Para-Aramid Twaron

Meta-Aramid Conex

Meta-Aramid Aramet

PBI PBI-Gold

PBO Zylon

Novalid Kynol

*PET Liquid Crystals Vectran

*High density
Polyethylene

Spectra

PPS Torcon

PVC Rhoyvl ZCS

*PTFE Teflon

Acrylic homopolymer
performance

Ricem

Modacrylic Kaneceron M
or C

PAN Carbonized Panox

*Super Absorbent
polymer

Oasis

Aromatic polyimide-amide Kermel

Melamine Basofil

Flame resistant  rayon FR Rayon

*Cannot be spun 100%

Core Polymer types:
Glass
Steel
Bronze
High- tenacity polyester
any spun or  filament yarn

Core percentages
can be up to 70% depending upon
needed yarn

Total yarn size:
30Ne. to 8Ne

Ring Spun Fiber Types &
Names Chart

Plying Capabilities:
2 ply to 8 ply

Patrick Yarns 
704.739.4119
704.739.9276 fax
sales@patrickyarns.com

P.O. Box 1847
501 York Road
Kings Mountain, 
NC 28086 USAwww.patrickyarns.com

Ring  Spun

In 2006, Patrick Yarns invested significantly to install one

of the most modern ring spinning plants in the U.S. Why?

To answer our customers continuing demand for fiber and

yarn manufacturing expertise in this area. Our proven

track record of spinning the most challenging technical

fibers in open end and Dref spinning has successfully

propelled the commercial success of several new and

innovative ring spun performance yarns.

Our state-of-the-art facility offers our customers the

flexibility to process technical fibers and blends for

products demanding a high level of performance and

quality.

LEADING EDGE FACILITIES OFFER:

All yarns intimately blended up to 6 components

State-of-the-art lab and yarn monitoring

Doubling up to 6 ends or components

Capable of spinning with a performance core

Amsler slub capability

FIBER AND YARN CONSTRUCTION:

Fiber: Natural and man made fibers and blends thereof

Carding: Diverse carding solutions for different demanding fibers

Twisting: up to 6 components including wire or glass filaments

Package Type:

Single yarn: 170mm X 54mm straight stackable tube 

Or 170 X 59 X 54mm stackable dye tubes

Twisted yarn: multiple solutions ranging from

 153mm to 305mm in height

Yarn Clearing: Loepfe Zenit FC foreign fiber detection

Engineered Processes


